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Model AT02 SPRINT

> LPG MULTIVALVE

THE NEW VERSION OFTHE AT02 LPG MULTIVALVE IS BASED ON THE NEW PRODUCT’S PLATFORM CALLED “SPRINT”, 
COMMON TO AT00 AND AT02 MULTIVALVES AND IS DESIGNED WITH THE DOUBLE AIM OF FURTHER OPTIMIZE THE 
FEATURES OF EXISTING MODELS AND DIVERSIFY BODY’S SHAPE FROM SIMILAR PRODUCTS. Direct inlet with internal female thread, less bulky, that 

allows a fixing with M12x1 fitting

LEVEL INDICATION

CONNECTIONS

> with electronic sensor
     (upon request)

> without indicator > with new mechanical level indicator 
     (upon request)

New M12x1 fitting with easy-installation design

HOMOLOGATIONS

STANDARD EXTRA
Material 	 Hot forged brass 	 Hot forged brass
Weight 	 0.9 kg 	 0.9 kg
PRV setting * *	 2.7 MPa (27 bar)  	 2.7 MPa (27 bar) 
PRD setting 	 120 ± 10 °C 	 120 ± 10 °C
PRV flow rate* 	 21.1 std m3/min 	 21.1 std m3/min 
PRD flow rate* 	 2 std m3/min 	 2 std m3/min 
Filling speed 	 18 lt/min @ 10 bar 	 18 lt/min @ 10 bar
Inlet connection 	 M12x1 pipe Ø 8mm 	 M12x1 pipe Ø 8mm
Outlet connection 	 M10x1 pipe ø 6 mm 	 M12x1 pipe ø 8 mm
Coil power 	 11 W 	 17 W
Coil voltage*** 	 12V DC	 12V DC
Coil connection 	 Faston - (AMP superseal for toroidal 0°) 	 Faston - (AMP superseal for toroidal 0°)
Solenoid valve type 	 normal 	 piloted
Automatic 80% level stop 	 yes 	 yes
Excess flow valve 	 yes 	 yes
Outlet manual valve 	 yes 	 yes
Level sensor 	 level sensor holder 	 level sensor holder
	 (upon request sensor or mechanical indicator)	 (upon request sensor or mechanical indicator)

* Values referred to the homologation tests 		
** different settings available on request 		
*** 24V DC upon request
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TECHNICAL DATA
NEW FEATURES
>	Lighter body with same mechanical features
>	New integrated safety device 
	 (safety valve + thermofuse)
>	New 80% valve with integrated non-return valve.
>	Easier direct inlet connection
>	New sensor holder and new compact mechanical
	 indicator with fast fixing
>	Available also in Extra version



WWW.TOMASETTO.COM

TOMASETTO ACHILLE SPA
Via del Progresso, 47/53 

Castegnero (Vicenza) Italy
Ph +39 0444 638326

Fax +39 0444 639367
info@tomasetto.com

Tomasetto Achille India Pvt Ltd.
A-8, Ground Floor, Gala No.10 &11,

Prerana Complex, Anjur Phata - Dapoda Road,
Val Village, Bhiwandi, Dist. Thane - 421302

Ph. 0091 9272222501
info@tomasettoindia.com
www.tomasettoindia.com

Tecnofabrica S.r.l
Rutherford 4749 Grand Bourg  
1615 Tortuguitas
Malvinas Argentinas  
Ph. 0054 11 21502540
info@tecnofabrica.com
www.tecnofabrica.com


